PROMOTION

AFTERMARKET



SAVE OVER 60%
ON REPLACEMENT
GROUNDING
BRUSHES

BUY 1
BUY 2
BUY 5
BUY 10

If your machine requires a grounding brush, it

is an essential spare and running your machine
without a sound brush can lead to major problems,
unnecessary costs and unplanned outages.

With this in mind an adequate stock should

always be at hand.

The wear rate on a grounding brush is determined
by several factors...

* Running hours
* Initial bedding of the brush to the shaft
* The surface condition of the shaft

A grounding brush should be changed when its
length has been reduced to 14mm (original length

is 40mm). Your grounding brush should be checked

every 2,000hrs or 6 months as a minimum.

*This offer relates to part number S840012001.
If you are unsure of where to find or how to
change your grounding brushes, or for more
information about this BRUSH offer, please
call or email your local office.

www.brush.eu

BRUSH

AFTERMARKET

BRUSH Aftermarket
15110 Northwest Freeway,
Suite 150, Houston, Texas
77040, USA

T +1281580 1314
F +1 281 580 5801
E salesus@brush.eu

BRUSH Aftermarket
P.O. Box 111209, Abu Dhabi,
United Arab Emirates

T + 9714362 6391
F + 971 2550 1920
E salesme@brush.eu

BRUSH Aftermarket

Lot 7 Jalan Majustret U1/26,
Hicom Glenmarie Ind. Park,
40150 Shah Alam,
Selangor DE, Malaysia

T +603 7053736
F + 603 7039625
E salesmy@brush.eu

BRUSH Aftermarket

Falcon Works,

Nottingham Road,
Loughborough, Leicestershire,
LE11 1EX, United Kingdom

T +44(0) 1509 611511
F +44(0) 1509 612436
E salesuk@brush.eu

BRUSH Aftermarket
P.O. Box 3007, 2980 DA,
Ridderkerk, The Netherlands

T + 31180 445500
F + 31180 445445
E salesnl@brush.eu

BRUSH Aftermarket

Tr. Edvarda Benese 39/564,
301 00 Plzen,

Czech Republic

T + 420378210717
F + 420378210337
E salescz@brush.eu
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